BEFORE YOU START

» Make sure that your wallpaper is intact and has not been
damaged in transit.

» Check panels align prior to hanging and they're the
correct orientation.

= Your panels will be arranged in order (if applicable) from
left to right. Once unrolled, the first left panel will be at the
top.

« Start installing panels working from left to right.

Not all walls are straight, so to ensure the panels are
installed correctly it may help to use a spirit level. You will
need a pencil and measuring tape.

= Firstly measure the width of the first wallpaper panel.

» Minus 5 cm from the measurement.

Example: 70 cm - 5¢cm =65 cm

« Where your first panel will sit, place the measuring tape
horizontally and create a small, light pencil mark. In this
example above, 65 cm will be the width of your 1st panel
minus 5 cm for trimming later.

« From this pencil mark, use the spirit level to create a verti-
cal straight line.

» Use this line as your guide when applying your first
wallpaper panel. (this ensures that your wallpaper is
straight).

» Make sure that you have adequate lighting - so that you
can inspect the material properly while you are hanging it
and after it is in position.

» Make sure that the area you are hanging the wallpaper is
at least 12°C (55°F) ... and as you are using an adhesive
paste on the walls, make sure that there is good ventilation.

SURFACE PREPARATION

= Brush off area to be covered with a stiff bristle brush to
remove all dirt and loose material.

« All surface marks should be removed using a detergent
solution.

= Allow to dry thoroughly before applying your wallpaper.

= Any mould or algae on the surface should be treated with
a fungicidal wash, following instructions on the product.
Allow to dry thoroughly before applying your wallpaper.

= Any holes, cracks or defects in the surface should be filled
with a good quality filler, smoothed out and allowed to dry.
« Just remember a dry surface is the right surface, so if you
have to make repairs, be patient and let it dry.

HANGING SCIENCE

« For best results use a ready mixed paste.

« Wet the back of the material using clean water and a deco-
rators sponge ensuring it is evenly wet. Fold top to bottom
and allow to soak for approx 15 minutes before hanging.

« Apply a ready mixed adhesive to your wall surface using a
medium-pile paint roller. Only paste the drop area at a time.
« Use a soft spatula to apply the wallpaper to the prepared
surface using a smooth up and down motion. Take care not
to squeeze adhesive out at the edges.

« Let the wallpaper settle for about 15 minutes before
trimming.

STRIPPING & REMOVAL

When stripping the wallpaper, the paper backing will split,
the remaining paper can be removed by soaking or steam
stripping.
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