PREPARATION & HANGING

Our peel & stick wallpaper is best applied to a smooth clean
surface. The material has some transparency so darker wall
colours will show through on lightly coloured patterns/murals
so we recommend applying it on smooth lightly coloured walls.
Allow 2 - 3 weeks to dry if you decide to paint your walls before-
hand. Conditions such as damp, dust and uneven surfaces will
affect the stickiness of the wallpaper. Ensure that the walls are
clean and prepared before you begin.

Not all walls are straight, so to ensure the panels are
installed correctly it may help to use a spirit level. You will
need a pencil and measuring tape.

= Wipe the walls with a damp clean cloth to remove dust; allow
to dry completely.

= Your panels will be arranged in order (if applicable) from left
to right. Once unrolled, the first left panel will be at the top. If
unsure, check panels align prior to hanging the first drop.

= Start installing panels working from left to right.

« Firstly measure the width of the first wallpaper panel.

» Minus 5 cm from the measurement. Example: 70 cm - 5 cm
=65cm

« Where your first panel will sit, place the measuring tape
horizontally and create a small, light pencil mark. In this exam-
ple above, 65 cm will be the width of your 1st panel minus 5 cm
for trimming later. Remember, marks can show through so
ensure the mark is as small and light as possible.

« From this pencil mark, use the spirit level to create a vertical
straight line.

« Use this line as your guide when applying your first wallpa-
per panel. (this ensures that your wallpaper is straight).

INSTALLING THE FIRST
DROP

Tip: Avoid the wallpaper from sticking to itself - it is difficult to
separate again.

= Ask a friend to give you a helping hand.

« Begin installation by pulling back the top 20 cm of material
from the backing. Gently fold the backing down and out of the
way.

« Remember to take into consideration the excess that you
have added at the top, side and bottom of your panel to allow
for trimming.

= When applying to the wall ensure you leave a 3- 5 cm excess
top and left for trimming, ensuring that the right hand edge
aligns with your vertical pencil line. Press and smooth from
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(Please read carefully prior to hanging)

centre out to sides to remove any air bubbles or creases.

« If at this point you think the panel is not straight just gently
peel away and re-apply. Don't be afraid to do so but make sure
the material doesn't stick on to itself as it can be difficult to
separate. Continue by pulling the backing paper down in 20
cm sections and smoothing with a wallpaper smoother. Ask
your friend to gently pull away the backing paper whilst you
smooth out any air bubbles. If you have a dark coloured
wallpaper then be careful not to scratch it. It can be helpful to
use a smoother with a felt edge or your hands.

« Check the panel for alignment and creases before applying
the next panel.

ADDITIONAL DROPS

« Apply the second and subsequent panels. Carefully align
the pattern of each panel to the next so there are no gaps in
between; remembering to leave no more than 5 cm excess top
and bottom for trimming.

= Once all panels are up and in place, you can begin trimming
the edges. Firstly take your smoother or use your hands to
ensure the wallpaper is properly adhered around all edges.
With firm and steady pressure use a sharp Stanley knife or
scalpel with new blade to cut along the edges. Remove the
excess strip and repeat around all edges. You are done!
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