APPLYINGC YOUR VINYL

Make sure that your vinyl is intact and has not been
damaged in transit.

« Your panel/s will be arranged in order (if applicable)
from left to right. Once unrolled, your first left hand panel
will be the first panel at the top.

* If unsure, check panels align prior to hanging the first
drop.

« Make sure the area you are applying to is clear and free
of dirt and dust.

« If you added our recommended amount of excess then
you will have an overall excess of 10 cm of additional
material added to the width and height.

» Measure your first section and deduct 5 cm. (Example.
75cm w - 5 cm =70 cm) Draw a straight line using your
spirit level at 70 cm from the edge of your wall to you as
a guide for applying your first section.

« Peel away and fold back around 10 cm of the backing
paper to give you a leading edge.

« Position the leading edge of your first panel using your
guide mark which should overlap your wall 5 cm top and
left hand side.

Work down in a side to side motion using your
smoother. This can also be done by hand if you find it
easier.

Continue applying your remaining panels (if applica-
ble). Each panels will butt join together.

« Make sure that you have adequate lighting - so that you
can inspect the material properly while you are applying
it and once it's in position. It is re-positionable, so if
something has gone slightly awry then you can sort it
there and then.

VINYLINSTALLATION
GUIDE

STRIPPING AND REMOVAL

When removing your vinyl, peel away and remove any
residue using tar and glue remover (if necessary).
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